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2870
Hand Dryer 

Washroom Accessories 
Document No. 8235

This information is subject to change without notice.

Always consult local and national codes for proper installation guidelines.
Conformity and compliance to local and national codes is the
responsibility 0102-21-4 .rellatsni eht fo

   ,tloV 511 — 000000- 0782 ledoM dradnatS
20 amp, 60 Hz – White

Surface-Mounted
Sensor Activation

Product Materials
 COVER: gray cast iron with porcelain enamel on all exterior surfaces.
 NOZZLE: rust and corrosion-free diecast zinc with chrome-plated finish. Universal 
nozzle.
 MOTOR: universal type, 1⁄10 HP at 7500 RPM with resilient ring mounts and 
sealed, lubricated ball bearings. Protected by 2-amp fuse.
HEATING ELEMENT: 2300 watt, nickel chromium wire wound on ceramic 
cruciforms with integral automatic resetting circuit breaker (2-amp fuse).
ELECTRONIC CONTROL: reflective infrared operating above inlet grill controlling 

 dna .xam sdnoces 2 fo yaled ffo-hctiwS .yaler detar  pma-52 lac i nahc em-ortcele
80-second timeout function.
 BLOWER: operates at 7500 RPM delivering 154 CFM at 140 deg. F. and average 
velocity of 7300 LFM.
 BASE PLATE: rust-free diecast aluminum; media burnished to bright finish.
 AIR INLET: positioned on bottom of cover. Inlet covered by expanded steel 
grillwork.

 :GNIKCOL REVOC two detent rods secured by ¼" diameter socket head safety 
screws; special wrench provided.

Operation
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Installation
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either rear or front wiring. Connect electrical service to terminal block on blower 
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Guide Specifi cation
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cast iron fitted with universal nozzle and infrared electronic control. Universal type 
motor with resilient mounts and sealed, lubricated ball bearings; fuse protected, 
automatic reset circuit breaker protecting heating element. Wiring is single-phase. 
Dryer operates at 74 dB while delivering 154 CFM of air at 140 degrees F and 7300 
LFM velocity during user controlled drying cycle.

11 :snoisnemid llarevO 5⁄8"W x 97⁄8"H x 65⁄8"D (8¼" at nozzle tip).

Optional Features

For Export (CE certified), specify (-49).
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  208/240 Volt, 10 amp, 60 Hz -53

  230 Volt, 10 amp, 50 Hz -49

  277 Volt, 8.5 amp, 60 Hz -44

  Stainless Steel Cover–Brushed Finish -74
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7⁄8" (22mm) holes for between-wall 
or surface wiring




