
INVERTED, FULLY RECESSED

F240PM
Suggested Specification
Model F240PM is a stainless steel, inverted fully recessed 
drinking fountain for direct connection to a cold water supply. When 
mechanical push-button is depressed, water continues to flow as long as 
the button is depressed. Cabinet shall be brushed stainless steel. Shall be 
listed by Underwriter’s Laboratories to U.S. and Canadian standards and 
conform to European Union Directives.

Model 
F240PM is a stainless steel, inverted fully recessed drinking fountain for 
direct connection to a cold water supply. When mechanical push-button is 
depressed, water continues to flow as long as the button is depressed.

Standard Features
> Waterways are Lead-Free in Materials & Construction
> Satin Finish Stainless Steel Surfaces
> Single Push-Button On Cabinet Front Keeps Water Flowing While 
    Button Is Depressed
> Removable Chrome-Plated Brass Drain Strainer
> Built-in Pressure Regulator Assures Smooth, Steady Water Flow
> Limited 1-Year Warranty

Finishes
> Standard Cabinet Finish: Stainless Steel
> Optional Cabinet Finish at extra cost: Regency Bronze

Installation
> Prior to roughing-in, consult local, state and federal codes for 
   proper mounting height.
> Shipped with complete instructions
 

**Specifications subject to change without notice

 ADA Compliant

 Components in this fountain are lead free as defined 
 by the Safe Drinking Water Act Amendments of 1986,
 and the Lead Contamination Control Act of 1988. 

Limited 1-Year Warranty (Continental limits of the United States and 
Canada):  One year from date of installation on parts only. 

Export Warranty: One year on component parts. 

Models covered by this specification comply with all known Plumb-
ing Codes. Listed by Underwriters’ Laboratories to U.S. and Canadian 
standards and conform to European Union Directives.

Model Style Height Width Depth Extended From Wall Recessed Into Wall

Physical Dimensions In Inches

F240PM  
Inverted, 

Fully Recessed
32 5/8” 18” 11” 1/2” 10 1/2”    
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