
FITTING NO.

SUBMITTED MODEL NO.

ITEM NO.JOB NAME

SUBMITTED AS SHOWN

SUBMITTED AS NOTED

SEE ATTACHED FOR
SUBMITTED MODIFICATION

TECHNICAL DATA

2100 SOUTH CLEARWATER DRIVE
DES PLAINES, ILLINOIS 60018-5999
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535

- No.537 RETRACTABLE HOSE REEL
  WITH 35 FT. HOSE
- No. 80 PRE-RINSE SPRAY
- No.893 ATMOSPHERIC VACUUM BREAKER
- No.376 SHUT-OFF VALVE
- POLISHED CHROM FINISH

- N0. 885VOC EXPOSED FITTING
- No. 45-LKC LOOSE KEY CHECK VALVES
- E7FC LAB NOZZLE BLEEDER OUTLET
- ANSI A112.18.1 COMPLIANT
- CSA B125 COMPLIANT

DATE: 09-15-00

BY: SID

CHK'D:

APP'D:

REV:

DIMENSIONS IN INCHES AND [MILLIMETERS].

NOTE: ALL DOTTED LINE PIPING
IS 3/8" IPS UNLESS OTHERWISE
SPECIFIED AND SUPPLIED BY OTHERS

FOR PROPER HEIGHT
OF INSTALLATION
SEE LOCAL PLUMBING
 CODE REQUIREMENTS.

FLEXIBLE
UNION

RECOMMENDED
(BY OTHERS)

3/8" NPT
FEMALE
INLET

BUSHED TO
3/8" NPT

1/2" NPT FEMALE
THREAD INLET

45-LKC
CHECK VALVES

1/2" NPT FEMALE
INLET AND OUTLET

3/4" GPM [2.8 L/min.] BLEEDER
TO REDUCE BACK PRESSURE ON
VACUUM BREAKER WHEN SHUT-OFF
AND/OR MIXING VALVE IS OPEN
AND PRE-RINSE VALVE IS CLOSED.

3/8"NPT FEMALE
INLET & OUTLET

HOLD
DO
RIN


